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AcaurtoN
OWhen assembling these parts, tools including
knives are used. Exlm care should be taken to
pHent peßonal iniury.
lpamper oil must'nöt be inhaled or ing6ted.
Keep äway from eyes and skin. lf accidental
expös{re a'ccurs, irilmediately flush with water
and seek medical attention.
OK@p out of reach of small children. Children
must not be allowed to put any parts or
packaging material in their mouths.
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Damper assembly 1
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*Make 4.
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Sorino retainer
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O-ring
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*Push in.
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Piston rod

Damper cylinder
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Rod guide cap

3nnOU22(2Ua2)
Silicone O-ring
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*Snap on.
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Rod guide
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*Be careful not to damage
piston rod.
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1,Pull down piston and pour
oil into cylinder. Remove air
bubbles by slowly moving
piston up and down.
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3.Raise piston to remove
excess oil and air, then
attach 2x5mm cap screw.
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*Absorb oil
overflow with
tissue paper.
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Damper oil
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*Make 4.
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2.Pull down piston and
attach cylinder cap M).
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*Make 2.smm hole as shown
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Cap screw
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*Move slowly.
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Damper assembly 2
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*Make 4.
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Damper

9>t\-rfr-)vr'r1-
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*Compress spring to attach V3.
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*Adiust spring tension by
rotating §pring retainer.
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*When attaching to molded damper stay, use hollow screw (not
included). When attaching to carbon damper stay, use 3x8mm screw
(not included).

(=;.(7t\)Jv-<.(h / ä)
(Medium blue mica/yellow)
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